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Wired Motion Detectors
Analog

476

Analog Single-Optic PIR

» Features

» Dual element PIR sensor

» Anti-tamper switch

» Auto-Pulse Signal Processing* (APSP)

» Can be used with SB469 Swivel-Mount Bracket

» Specifications

476PET

Analog Single-Optic PIR with Pet Immunity

» Features

» Dual element PIR sensors

» Anti-tamper switch

» Auto-Pulse Signal Processing* (APSP)

» Can be used with SB469 Swivel-Mount Bracket

» Specifications

Detection Range 10.6 x 10.6m (35 x 35 ft); 110°

Input Voltage 9to 16 Vdc

. Typical: 15 mA
Current Consumption )
Maximum: 31 mA

Alarm Output Form Arelay, N.C.
Operating Temperature -20t0 50 °C (-4 to 122 °F)
Dimensions 6.6x9.3x52cm(26x3.7x2in.)
Top View
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Detection Range 1 x 11.m (35°x 35 ft) and up to 15m (50 ft) for center
beams; 88.5
Pet Immunity Up to 18 kg (40 Ib)
Input Voltage 9to 16 Vdc
. Typical: 15 mA
Current Consumption .
Maximum: 29 mA
Alarm Output Form Arelay, N.C.
Operating Temperature -20t0 50 °C (-4 to 122 °F)
Dimensions 6.6x9.3x52cm (2.6x3.7x2in.)
Top View
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